
TLS
LED TRACK LIGHT SERIES
TBD.TH-16 
16W LED TRACK HEAD

PROJECT NAME: DATE: TYPE:

SPECIFIER: PREPARED BY:

PART NO.:

ORDERING GUIDE

•  120-277 VAC Constant Voltage
•  16W Per Ft.
•  700 Lumens 80 CRI or 630 Lumens 90 CRI
•  85+ or 90 CRI Options
•  Dry and Damp Location
•  Adjustable Beam Angle
•  355º Rotation, 100º Tilt
•  19º Spot, 30º Flood, 45º Wide Flood Optic Options
•  Integrated Class 2 Driver
•  Dimmable
•  Certifications: UL Listed, RoHS Compliant
•  Long Life: 50,000 Hours
•  Halo Track Systems Adaptor (Other Options 
      Available Upon Request)
•  Die-cast Aluminum
•  Eco-friendly, No UV or IR, Will Not Degrade Artwork

FEATURES

High performance LED track light with 16W and 1200 
lumen output. It is adjustable with 355º rotation, 100º tilt; 
and, eco-friendly with no heat, UV, or IR radiation, so will 
not degrade fabrics or artwork. It is an excellent choice 
to highlight artwork or displays. Suitable for residential, 
commercial, or retail applications.

REV 04132020
TBD LED SOLUTIONS
218 E Valley Rd, Ste 104 – PMB377, Carbondale, CO 81623
www.tbdledsolutions.com

INDOOR

DRY & 
DAMP 
LOCATION

50,000
HOURS

85+
CRI

1200
LUMENS 16W

DIMMABLE

TBD.TH

WATTAGE
16 - 16 W

ADAPTER
HT - Halo Type
*Other Adaptor 
types available upon 
request

COLOR TEMP
27K - 2700K
30K - 3000K
40K - 4000K

VOLTAGE
120V-277V

FINISH
WH - White
BK - Black

CRI
85 - 85 CRI
90 - 90 CRI

OPTICS
SP - 19º Spot
FL - 30º Flood
WF - 45º Wide
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